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GENERAL NOTES

PLAN QUANTITIES FOR TREE REMOVAL HAVE BFEN BASED ON AlLL TREES
WITHIN THE FROPOSED RIGHT OF WAY. THIS QUANTITY MAY BE REVISED
DURING CONSTRUCTION, AT THE OIRECTION OF THE ENGINEER, BY DELETING
FROM THE TREE REMOVAL QUANTITIES, SUCH TREES THAT DC NOT
INTERFERE. WITH THE PROPOSED CONSTRUCTION.

THE REMOVAL OF EXISTING OIt. & CHIP SURFACE AND GRAVEL OR
CRUSHED STONE BASE COURSE WHICH MAY BE NECESSARY FOR THE

CONSTRUCTION OF THE NEW BRIDGE SHALL BE REMQVED AS EARTH EXCAVATION

AND NO COMPENSATION WILL BE ALLOWED FOR ADDITIONAL LABOR OR
FQUIPMENT REQUIRED.

ALL WASTE OR UNDESIRABLE MATERIAL AS IDENTIFIED BY THE ENGINEER
SHALL BE DISPOSED OF QUTSIDE THE LIMITS OF THE RIGHT OF WAY AT
THE CONTRACTOR’S EXPENSE.

ALL EXISTING PRIVATELY OWNED UTILITIES REQUIRING ADJUSTMENT
WILL BE MADE BY THE UTILITY COMPANY INVOLVED, WHERE NO
PROVISIONS HAVE BEEN MADE FOR ADJUSTMENTS ON THE PLANS, NO
ADUITIONAL COMPENSATION WILL BE ALLOWED DUE TO DELAYS OR
INCONVENIENCES CAUSED BY THE SAID UTILITY ADJUSTMENTS.

LL EXISTING DRAINAGE STRUCTURES NOT BEING REMOVED BY THE
CONTRACTOR THAT ARE DAMAGED DURING CONSTRUCTION SHALL BE
REPLACED AT THE CONTRACTOR’'S EXPENSE.

THE PROFILE GRADE ELEVATIONS SHOWN ON THE PLAN AND PROFILE
SHEETS AND IN THE STATION CROSS SECTIONS ARE TO THE TOP OF
THE FINISHED SURFACE.

ANY REFERENCE TG STANDARDS THROUGHOUT THE PLANS SHALL BE
INTERPRETED TC BE THE LATEST STANDARDS OF THE ILLINOIS DEPARTMENT
OF TRANSPORTATION

THE LOCATION OF UNDERGROUND UTILITIES SHOWN ON THE PLANS
REPRESENTS THE BEST KNOWLEDGE OF THE COUNTY. IT SHALL BE
THE CONTRACTOR'S RESPONSIBILITY TO VERIFY LOCATIONS OF
UNDERGROUND INSTALLATIONS BEFORE STARTING CONSTRUCTION
QPERATIONS. THE CONTRACTOR SHALL INDEMNIFY THE COUNTY, ITS
OFFICERS AND EMPLOYEES AGAINST ALL CLAIMS DUE TC DAMAGE TO
CORPORATE OR PRIVATE PROPERTY RESULTING FROM HIS CONSTRUC-
TION OPERATIONS AS DESCRIBED IN ARTICLES 107.20 AND 107.26
OF THE STANDARD SPECIFICATIONS.

THE CONTRACTOR MAY BE REQUIRED TO CONDUCT SOME OF HIS
GRADING AND TRENCHING OPERATIONS AROUND TRANSMISSION POLES
AND UNDER TRANSMISSION LINES. THE ADDED COST OF SO DOING
SHALL BE INCLUDED IN THE COST OF EARTH EXCAVATION,

PROP. R.OM. VARIES WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED, THE
e ENGINEER SHALL BE NOTIFIED BEFORE SUCH MONUMENTS ARE REMOVED.
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